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CAMIE-CAMPBELL,INC -- CAMINE #1000 DRY LUBRICANT  -- 9150-00-989-2012
=====================  Product Identification  =====================

Product ID:CAMINE #1000 DRY LUBRICANT
MSDS Date:01/01/1987
FSC:9150
NIIN:00-989-2012
MSDS Number: BGCBG
=== Responsible Party ===
Company Name:CAMIE-CAMPBELL,INC
Address:9225 WATSON INDUSTRIAL PK
City:ST. LOUIS
State:MO
ZIP:63126-1518
Country:US
Emergency Phone Num:NONE
CAGE:HO747
=== Contracto
r Identification ===
Company Name:CAMIE CAMPBELL
Address:9225 WATSON INDUSTRIAL PK
Box:City:ST. LOUIS
State:MO
ZIP:63126
Country:US
Phone:314-968-3222
CAGE:31868
Company Name:CAMIE-CAMPBELL,INC
Address:9225 WATSON INDUSTRIAL PARK
Box:City:ST LOUIS
State:MO
ZIP:63126
Country:US
Phone:314-968-3222
CAGE:HO747

=============  Composition/Information on Ingredients  =============

Ingred Name:DICHLORODIFLUOROMETHANE  (SARA III)
CAS:75-71-8
RTECS #:PA8200000
Fraction by Wt: 40%
OSHA PEL:1000 PPM
ACGIH



 TLV:1000 PPM; 9192
EPA Rpt Qty:5000 LBS
DOT Rpt Qty:5000 LBS
Ozone Depleting Chemical:1

Ingred Name:TRICHLOROFLUOROMETHANE  (CFC-11)  (SARA III)
CAS:75-69-4
RTECS #:PB6125000
Fraction by Wt: 40%
OSHA PEL:1000 PPM
ACGIH TLV:C, 1000 PPM; 9293
EPA Rpt Qty:5000 LBS
DOT Rpt Qty:5000 LBS
Ozone Depleting Chemical:1

Ingred Name:TRICHLOROTRIFLUOROETHANE
Fraction by Wt: 19%
ACGIH TLV:500 PPM

=====================  Hazards Identification  =====================

Effects of Overexposure:EYES & SKIN-POSSI
BLE IRRITANT. INHAL-POSSIBLE
    DIZZINESS.

=======================  First Aid Measures  =======================

First Aid:EYES-FLUSH W/WATER. SKIN-WASH W/SOAP & WATER. INHAL-GET TO
    FRESH AIR. SEE PHYSICIAN.

=====================  Fire Fighting Measures  =====================

Flash Point:NONE
Extinguishing Media:CARBON DIOXIDE,FOAM
Fire Fighting Procedures:USE SELF-CONTAINED BREATH APPARAT. CAN PRODUCE
    PHOSGENE
Unusual Fire/Explosion Hazard:EXCESS HEAT CAN CAUSE CONTAINER TO
    RUPT
URE. FIREFIGHTERS SHIELD TO PROTECT FROM RUPTURED CAN

==================  Accidental Release Measures  ==================

Spill Release Procedures:WASH AWAY W/WATER

======================	Handling and Storage  ======================

Handling and Storage Precautions:USE IN WELL VENT AREA. AVOID BREATHING
    VAPOR. AVOID CONTACT W/EYES & SKIN.
Other Precautions:CONTENTS UNDER PRESSURE. DO NOT PUNCTURE OR
    INCINERATE. DO NOT STORE ABOVE 120F.

=============  Exposure Controls/Personal Prote



ction  =============

Respiratory Protection:STANDARD
Ventilation:LOCAL EXH PREFERED
Protective Gloves:PREFERRED
Eye Protection:PREFERRED
Other Protective Equipment:NONE
Supplemental Safety and Health
MSDS NOT DTD

==================  Physical/Chemical Properties  ==================

HCC:V2
Boiling Pt:B.P. Text:-5F/-22C
Vapor Density:1
Spec Gravity:1.0
Evaporation Rate &amp; Reference:


