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TEXACO INC -- 01515 TRANSFORMER OIL INHIBITED  -- 9160-00-685-0914
=====================  Product Identification  =====================

Product ID:01515 TRANSFORMER OIL INHIBITED
MSDS Date:09/26/1989
FSC:9160
NIIN:00-685-0914
MSDS Number: BTHVC
=== Responsible Party ===
Company Name:TEXACO INC
Box:509
City:BEACON
State:NY
ZIP:12508-0509
Country:US
Emergency Phone Num:914-831-3400 EXT 204
CAGE:7B131
=== Contractor Identification ==
=
Company Name:TEXACO INC
Box:509
City:BEACON
State:NY
ZIP:12508-0509
Country:US
Phone:914-831-3400
CAGE:7B131

=============  Composition/Information on Ingredients  =============

Ingred Name:DISTILLATES, CLAY-TREATED LIGHT NAPHTHENIC
CAS:64742-45-6
Fraction by Wt: 95-99.9%
Other REC Limits:NONE RECOMMENDED
OSHA PEL:300 PPM
ACGIH TLV:300 PPM

=====================  Hazards Identification  =====================

LD50 LC50 Mixture:LD50 ORAL > 5G/KG (RAT)
Routes of Entry: Inhalation:NO	Skin:YES  



Ingestion:NO
Reports of Carcinogenicity:NTP:NO    IARC:NO	OSHA:NO
Health Hazards Acute and Chronic:BELIEVED TO MINIMALLY IRRITATING TO
    EYES. BELIEVED TO BE MINIMALLY IRRITATING TO SKIN. VAPORS OR MISTS
    MAY CAUSE IRRITATION OF NOSE AND/OR THROAT, HEADACHE, NAUSEA,
    DROWSINESS. ASPIRATION HAZARD.
Explanation of Carcinogenicity:THIS COMPOUND CONTAINS NO INGREDIENTS AT
    CONCENTRATIONS OF 0.1% OR GREATER THAT ARE CARCINOGENS OR SUSPECT
    CARCINOGENS.
Effects of Overexposure:SKIN IRRIT
ATION, EYE IRRITATION, NOSE/THROAT
    IRRITATION, HEADACHE, NAUSEA, DROWSINESS, LUNG INJURY.
Medical Cond Aggravated by Exposure:NONE SPECIFIED BY MANUFACTURER.

=======================  First Aid Measures  =======================

First Aid:INHALATION: REMOVE FROM EXPOSURE. RESTORE BREATHING. KEEP
    WARM AND QUIET. GET MEDICAL ATTENTION. SKIN: WASH AFFECTED AREA
    THOROUGHLY WITH SOAP AND WATER. IF IRRITATION PERSISTS, GET MEDICAL
    ATTENTION.	EYES: FLUSH WITH LARGE AMOUNTS OF WATER FOR 
15 MINUTES.
    GET MEDICAL ATTENTION. INGESTION: DO NOT INDUCE VOMITING.
    ASPIRATION OF FLUID CAN CAUSE SERIOUS LUNG INJURY. CALL DOCTOR
    IMMEDIATELY.

=====================  Fire Fighting Measures  =====================

Flash Point Method:COC
Flash Point:295F,146C
Lower Limits:NOT GIVEN
Upper Limits:NOT GIVEN
Extinguishing Media:WATER SPRAY, CARBON DIOXIDE, DRY CHEMICAL, FOAM
Fire Fighting Procedures:WATER OR FOAM MAY CAUSE FROTHING. USE WATER TO
    COOL FIRE-EXPOSED CONTAINERS. IF LEA
K OR SPILL HAS NOT IGNITED, USE
    WATER SPRAY TO DISPERSE THE VAPORS.
Unusual Fire/Explosion Hazard:NONE SPECIFIED BY MANUFACTURER.

==================  Accidental Release Measures  ==================

Spill Release Procedures:CONTAIN SPILL IF POSSIBLE. WIPE UP OR ABSORB
    ON SUITABLE MATERIAL AND SHOVEL UP.
Neutralizing Agent:NONE SPECIFIED BY MANUFACTURER.

======================	Handling and Storage  ======================

Handling and Storage Precautions:MINIMUM FEASIBLE HANDLING TEMPER



ATURE
    SHOULD BE MAINTAINED. PERIODS OF EXPOSURE TO HIGH TEMPERATURES
    SHOULD BE MINIMIZED.
Other Precautions:WATER CONTAMINATION SHOULD BE AVOIDED. LOW VISCOSITY
    PETROLEUM MIXTURE CAN CAUSE LUNG INJURY IF INGESTED AND ASPIRATED.

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:IF VENTILATION DOES NOT MAINTAIN INHALATION
    EXOSURES BELOW PEL (TLV), USE NIOSH/MSHA APPROVED RESPIRATOR AS PER
    CURRENT 29 CFR 1910.134, INSTRUCTIONS/WARNINGS 
AND NIOSH RESPIRATOR
    SELECTION.
Ventilation:NORMAL
Protective Gloves:NOT NORMALLY REQUIRED.
Eye Protection:CHEMICAL TYPE GOGGLES OR FACE SHIELD
Other Protective Equipment:NONE SPECIFIED BY MANUFACTURER.
Work Hygienic Practices:WASH WITH SOAP AND WATER AFTER HANDLING PRODUCT
    AND BEFORE EATING DRINKING OR SMOKING.
Supplemental Safety and Health
CLEAN EXPOSED SKIN SEVERAL TIMES DAILY WITH SOAP AND WATER. LAUNDER OR
    DRY CLEAN SOILED WORK CLOTHING AT LEAST ONCE WEEKLY.

==================
  Physical/Chemical Properties  ==================

HCC:N1
Boiling Pt:B.P. Text:NOT GIVEN
Melt/Freeze Pt:M.P/F.P Text:NOT GIVEN
Vapor Pres:NOT GIVEN
Vapor Density:NOT GIVEN
Spec Gravity:0.889
Viscosity:12.0 CST
Evaporation Rate &amp; Reference:NOT GIVEN
Solubility in Water:NEGLIGIBLE
Appearance and Odor:CLEAR AND BRIGHT LIQUID

=================  Stability and Reactivity Data  =================

Stability Indicator/Materials to Avoid:YES
STRONG OXIDIZERS
Stability Condition to Avoid:EXTREME TEMP



ERATURES
Hazardous Decomposition Products:CARBON MONOXIDE, CARBON DIOXIDE,
    ALDEHYDES AND KETONES, COMBUSTION PRODUCTS OF NITROGEN AND SULFUR.

====================  Disposal Considerations  ====================

Waste Disposal Methods:PREVENT WASTE FROM CONTAMINATING SURROUNDING
    ENVIRONMENT. DISCARD ANY PRODUCT, RESIDUE, DISPOSAL CONTAINER OR
    LINER IN ACCORDANCE WITH ALL FEDERAL, STATE AND LOCAL REGULATIONS.

 Disclaimer (provided with this information by the compiling agencies):
 Th
is information is formulated for use by elements of the Department
 of Defense.  The United States of America in no manner whatsoever,
 expressly or implied, warrants this information to be accurate and
 disclaims all liability for its use.  Any person utilizing this
 document should seek competent professional advice to verify and
 assume responsibility for the suitability of this information to their
 particular situation.


