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DEXTER AEROSPACE MATERIAL DIVI -- HYSOL EA 934NA SYSTEM PART B (AS9174016)     
=======================================================
MSDS Safety Information 
=======================================================
FSC: 8040
NIIN: 00-995-7017
MSDS Date: 11/01/1992
MSDS Num: BYXVS
Product ID: HYSOL EA 934NA SYSTEM PART B (AS9174016)
MFN: 06
Kit Part: Y
Responsible Party
Cage: 33564
Name: DEXTER AEROSPACE MATERIAL DIVISION
Address:
 2850 WILLOW PASS ROAD
Box: 312
City: PITTSBURG CA 94565-0031
Info Phone Number: 510-458-8000
Emergency Phone Number: 800-424-9300(CHEMTREC)
Preparer's Name: MSDS DEPT
Proprietary Ind: Y
Review Ind: Y
Published: Y
=======================================================
Preparer Co. when other than Responsible Party Co. 
=======================================================
Cage: 33564
Name: DEXTER CORPORATION ADHESIVE & COATING SYSTEMS
Address: 2850 WILLOW PASS ROAD
Box: 312
City: BAY POINT CA
 94565-3299
=======================================================
Contractor Summary 
=======================================================
Cage: 33564
Name: DEXTER CORPORATION ADHESIVE &amp; COATING SYSTEMS
Address: 2850 WILLOW PASS ROAD
Box: 312
City: BAY POINT CA 94565-3299
Phone: 202-483-7616
Cage: 03355
Name: RESIN FORMULATORS CO
Address: 8500 STELLER DR
City: CALVER CITY CA 90232
Phone: 213-870-9561
=======================================================
Item Description Information 
=



======================================================
Item Manager: GSA
Item Name: ADHESIVE
Unit of Issue: KT
UI Container Qty: 4
=======================================================
Ingredients 
=======================================================
Name: *** PROPRIETARY  ***
-----------------------------
=======================================================
Health Hazards Data 
=======================================================
======================================================
=
Handling and Disposal
=======================================================
=======================================================
Fire and Explosion Hazard Information 
=======================================================
Flash Point Text: NOT TESTED
Extinguishing Media: DRY CHEMICAL, OR HALON FIRE EXTINGUISHER, OR WATER SPRAY,
  FOAM OR FOG.
Fire Fighting Procedures: WEAR SCBA &amp; FULL PROTECTIVE CLOTHING, SUCH AS
  TURN-OUT GEAR. CARTRIDGE RESP DO NOT PROVIDE ADEQUATE PROTECTION FOR

  FIREFIGHTERS OR EXOTHERM MITIGATION.
Unusual Fire/Explosion Hazard: MAY LIBERATE LARGE QUANTITIES OF DENSE
  FOUL-SMELLING SMOKE WHICH MAY CONTAIN UNIDENTIFIED TOXIC GASES.
=======================================================
Control Measures 
=======================================================
=======================================================
Physical/Chemical Properties 
=======================================================
B.P. Text: 405F,207C
Vapor Density: &gt;1.0
Spec Gra
vity: 0.96
PH: NOTEST
Viscosity: 10.0-30.0BRK.
Solubility in Water: 100%
Appearance and Odor: AMBER LIQUID, AMMONIACAL ODOR
Corrosion Rate: NA
=======================================================
Reactivity Data 
=======================================================
Stability Indicator: YES
Stability Condition To Avoid: DON'T MIX BATCHES A&B >1LB UNLESS USED
  IMMEDIATELY. DON'T HEAT MIXED ADHESIVE >125F UNLESS CURING SURFACES TO BE
  BONDED.
Materials To Avoid: STRONG OXIDIZING AGENTS, STR



ONG LEWIS OR MINERAL ACIDS.
=======================================================
Toxicological Information 
=======================================================
=======================================================
Ecological Information 
=======================================================
=======================================================
MSDS Transport Information 
=======================================================
=======================================================
R
egulatory Information 
=======================================================
=======================================================
Other Information 
=======================================================
=======================================================
Transportation Information 
=======================================================
Responsible Party Cage: 33564
Trans ID NO: 97256
Product ID: HYSOL EA 934NA SYSTEM PART B (AS9174016)
MSDS Prepared Date: 11/01/1992
Review Date: 02/2
2/1996
MFN: 6
Multiple KIT Number: 0
Kit Part IND: Y
Review IND: Y
Unit Of Issue: KT
Container QTY: 4
=======================================================
Detail DOT Information 
=======================================================
DOT PSN Code: AJH
Symbols: G
DOT Proper Shipping Name: AMINES, LIQUID, CORROSIVE, N.O.S. OR POLYAMINES,
  LIQUID, CORROSIVE, N.O.S.
Hazard Class: 8
UN ID Num: UN2735
DOT Packaging Group: II
Label: CORROSIVE
Special Provision: B2,T8
Non Bulk Pack: 202
Bulk Pack: 



242
Max Qty Pass: 1 L
Max Qty Cargo: 30 L
Vessel Stow Req: A
=======================================================
Detail IMO Information 
=======================================================
IMO PSN Code: AQA
IMO Proper Shipping Name: AMINES, LIQUID, CORROSIVE, N.O.S. o
IMDG Page Number: 8109-2
UN Number: 2735
UN Hazard Class: 8
IMO Packaging Group: I/II/III
Subsidiary Risk Label: -
EMS Number: 8-05
MED First Aid Guide NUM: 320
=======================================================
Detail
 IATA Information 
=======================================================
IATA PSN Code: AWR
IATA UN ID Num: 2735
IATA Proper Shipping Name: ALKYLAMINES, N.O.S. (POLYALKYLAMINES, N.O.S.)
IATA PSN Modifier: * CORROSIVE
IATA UN Class: 8
Subsidiary Risk Class: -
IATA Label: CORROSIVE
UN Packing Group: II
Packing Note Passenger: 808
Max Quant Pass: 1L
Max Quant Cargo: 30L
Packaging Note Cargo: 812
=======================================================
Detail AFI Information 
======================
=================================
AFI PSN Code: AWR
AFI Proper Shipping Name: ALKYLAMINES, N.O.S., OR POLYALKYLAMINES, N.O.S.
AFI PSN Modifier: ,CORROSIVE
AFI Hazard Class: 8
AFI UN ID NUM: UN2735
AFI Packing Group: II
AFI Label: CORROSIVE
Special Provisions: N34
Back Pack Reference: A12.3
=======================================================
HAZCOM Label 
=======================================================
Product ID: HYSOL EA 934NA SYSTEM PART B (AS9174016)
Cage: 33564
Company Name: DEXT



ER CORPORATION ADHESIVE &amp; COATING SYSTEMS
Street: 2850 WILLOW PASS ROAD
PO Box: 312
City: BAY POINT CA
Zipcode: 94565-3299
Health Emergency Phone: 800-424-9300(CHEMTREC)
Label Required IND: Y
Date Of Label Review: 12/16/1998
Status Code: C
Label Date: 12/16/1998
Origination Code: G
=======================================================
Disclaimer (provided with this information by the compiling agencies): This
  information is formulated for use by elements of the Department of Defense.
  T
he United States of America in no manner whatsoever expressly or implied
  warrants, states, or intends said information to have any application, use or
  viability by or to any person or persons outside the Department of Defense
  nor any person or persons contracting with any instrumentality of the United
  States of America and disclaims all liability for such use. Any person
  utilizing this instruction who is not a military or civilian employee of the
  United States of America should seek 
competent professional advice to verify
  and assume responsibility for the suitability of this information to their
  particular situation regardless of similarity to a corresponding Department
  of Defense or other government situation.


